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Mounting instructions luminaire RO 
 
Correct application 
The RO luminaire is intended  for indoor rooms at an ambient temperature of ta 25ºC. 
It can be used as an individual luminaire or as a continuous line. 
The luminaire should not be covered with a thermal blanket. 
 
Safety notes 
These instructions assume expert knowledge corresponding to a completed 
professional education as an electrician. 
Never work when voltage is present on the luminaire. Caution-Risk of fatal injury. 
 
Mounting the luminaire RO in the ceiling with bandraster profile 50 mm 
The  luminaire can be mounted into the ceiling on a easy way. 
The luminaire must be mounted on the main profiles. Another Assembly is not 
permitted and leads to missing guarantee. 
 

 
 
 
The luminaire is fixed to the bandraster using the brackets and screws supplied  
(see photos below). 
 
         

                          
 



 
 
 
Electrical connection and continuous row mounting  
The luminaire is standard equipped with through-wiring and a Wieland GST 18/4 
connection at the ends of the luminaire. 
Male on one side and female on the other. 
 
     

                    
 
 
In order to be able to use a light line to connect the luminaires with Wieland coupling 
cables (male / female), the luminaires must always be placed in the same direction / 
position. 
 
 

 
 
 
Article numbers Wieland Patch cables 
Patch cable 3 meter, article number Wieland 92.207.3000.1 
Patch cable 4 meter, article number Wieland 92.207.4000.1 
Patch cable 5 meter, article number Wieland 92.207.5000.1 
 
 
 
Lighting plan 
The format of the ceiling is part of the lighting plan where the luminaires are 
positioned at the main profiles. 
If a ceiling format  is missing only the lighting plans which are technically suitable are 
presented.  Either the position of the light in the length direction, the with direction or 
both. 
To ensure good lighting changes in the positioning of the luminaires in the lighting 
design must be coordinated with Formlite. 
 
 
 
 
 



 
 
 
 
 
Sizes 
 

 
 
 
Luminaires with emergency lighting Kit: 
Luminaires with an emergency unit are equipped with Tridonic EM converterLED ST 
50V.selftest series. 
 
 

Color signals LED 
LED is green General function is OK and battery is 

charged 

LED flashes fast green  Busy with function test 

LED flashes slow green Busy with battery test 

LED is red Charging problem (no power, short circuit, 
LED defective) 

LED flashes fast red Battery does not charge 

LED flashes slow red Battery defective 

LED is off Luminaire is burning in distress 

 
Further information: 
http://www.tridonic.com/pl/download/data_sheets/EM_converterLED_SELFTEST_50V_en.pdf 

http://www.tridonic.com/pl/download/data_sheets/EM_converterLED_SELFTEST_50V_en.pdf

